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Abstract. Numerous pyrotechnic devices are used in aerospace vehicles to separate structural 
subsystems, deploy appendages, or activate on-board operational subsystems. The state-of-the-art 
for pyroshock prediction, design and test verification has not yet reached the maturity of other 
environmental disciplines, due to the complex, high-frequency nature of pyroshocks. However, 
recent advances in the analysis and simulation of pyroshocks have led to a better understanding 
of this environment. This paper presents an overview of the development of characterization of 
pyroshock, various experimental tests and simulations, analytical and numerical simulation for 
pyroshock prediction, and protecting techniques. 
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1. Introduction 
Nowadays, the space industry uses more and more pyrotechnic devices to carry out various 
operations such as separation of structural elements, unlocking mechanisms (unfolding solar 
panels, etc.), or activation of onboard operating subsystems. Pyrotechnic shock, or pyroshock, is 
the transient oscillatory response of a structure to loading (high frequency, high magnitude stress 
waves) induced by the detonation of pyrotechnic devices incorporated into or attached to the 
structure. 
The advantages of pyrotechnic devices include small size, light weight, stored energy, 
reliability, redundancy and adaptability to flight environments. Pyroshock rarely causes damage 
to structural members, but it can easily cause failures in electronic and optical components that 
are sensitive to high frequency energy. Many flight hardware failures have been attributed to 
pyroshock exposure, some resulting in catastrophic mission loss. The Air Force Research 
Laboratory Space Vehicles Directorate (AFRL/VS) conducted a survey of pyroshock flight 
failures revealing 83 shock related anomalies out of 600 launches, with over 50 % of these 
resulting in catastrophic failure [1]. 
Pyrotechnic devices may be divided into two general categories: point sources and line 
sources. Most line sources are very intense sources, and point sources are less intense sources. 
Pyroshock environments are broadly divided into three categories based on the magnitude and 
spectral content of the environment: near-field, mid-field, far-field [2]. The classification depends 
on the type and strength of the pyroshock device, the source/hardware distance, and the 
configuration details of the intervening structure. Details of Pyroshock Environmental Categories 
are listed in Table 1. 
Table 1. Categories and characteristics of pyroshock environment 
Pyroshock 
environment 
Source/hardware distance/mm Dominating factor Peak 
acceleration/g 
Spectrum 
content/Hz Point source Line source 
Near-field < 30 < 150 wave propagation > 10,000 > 10,000 
Mid-field 30-150 150-600 
a combination of 
wave propagation 
and structural 
resonances 
1000-10,000 3,000-10,000 
Far-field > 150 > 600 structural resonances < 1,000 < 3,000 
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2. Experimental tests and simulation 
Methods of predicting the response of a structure to pyroshock can be classified into two 
categories: experimental tests and non-experimental methods. Pyroshock environment 
experimental simulation can be created by optically, mechanically, or pyrotechnically exciting the 
structure [3]. Typical mechanical experimental methods include drop towers, gas guns, pendulum 
hammer, resonant fixtures, and Hopkinson/Kolsky bars, electrodynamic shakers, etc. L. K. 
Stewart [4] used high precision, computer-controlled hydraulic actuators at the Air Force Research 
Laboratory (AFRL) at Eglin Air Force Base, Florida, to fire a piston mounted with various impact 
materials at high velocities into the specified test article. The peak acceleration can be up to nearly 
6000 g, and the frequency up to 100 kHz. The advantages of the system include a high level of 
repeatability and capability of effective modification of the types of loading and duration. J. R. 
Lee [5] used Laser-based shock wave propagation simulation as an advanced method. 
Depending upon which of the three pyroshock environmental categories applies to the 
hardware, pyroshock testing for externally-induced shock environments may be achieved by using 
one of the following types of sources: for hardware exposed to near-field pyroshock, only a 
pyrotechnic device may be used; for hardware in the mid-field, both impact and pyrotechnic 
devices are used; for hardware in the far-field, all of these devices are used. The advantages and 
disadvantages of each method are summarized in Table 2. 
Table 2. Advantages and disadvantages of various experimental test methods 
 Advantages Disadvantages 
Pyrotechnic device 
Capability to achieve the high 
accelerations and high frequencies; 
Most accurate. 
Lengthy period of trial and error to 
finalize the test configuration; 
Various safety issues; 
Potentially large test-to-test variation; 
High cost. 
Mechanical 
simulators 
Relatively low operational cost; 
Predictable behavior. 
Limited spectral capability; 
Long adjustment time to the 
requirement. 
Electrodynamic 
shakers 
General availability; 
Low operational cost; 
Known controllability. 
Limited magnitude, spectra, and 
directional capability. 
3. Non-experimental prediction 
The analysis and prediction of pyroshock now cannot be done simply with analytical method. 
For simple structure as plates or beams, Hampton et al. [6] suggested discretized quasianalytical 
models, derived from a continuous analytical model (Euler–Bernoulli theory). These models are 
not easy to implement for more complex structures. For far-field pyroshock tests realized by the 
in-plane impact of a hammer pendulum on a plate including the test specimen, Alexander Lacher 
[7] predicted the acceleration field and the corresponding SRS semi-analytically by using Hertzian 
contact theory, the Galerkin-procedure and numerical integration in time domain. The results are 
compared with experimental data showing very good coincidence and allowing for a fast 
prediction of far-field pyroshock tests. Mauro Caresta [8] proposed a new method to predict the 
early-time response of a structure to an impact with a rigid or flexible body. The contact force is 
expressed with a Hertzian spring contact and the convolution between the Impulse Response 
Function. Using an assumption of randomness of the structure, only the modal density and the 
mass of the structure are needed in order to derive the Impulse Response.  
Finite Element Method (FEM) and Boundary Element Method (BEM) are the most widespread 
approach to predict the low frequency response of a structure. Chen Min [9] used 
ANSYS/LS-DYNA to simulate the explosive process of pyrotechnic devices, and predicted the 
nonlinear dynamic response of material to explosive shock impact. Wang Junping [10] studied 
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typical connecting structure of explosive bolts, and used ANSYS/LS-DYNA to model and 
simulate the three categories of shock loads to the connecting structure due to explosive bolts: 
shock wave induced by explosion, stress wave due to the sudden release of preloads of the bolts 
due to the unlock process, the impact of pyrotechnic device members hitting a certain part of the 
structure at a certain speed. The acceleration responses induced by these three loads are obtained. 
Mao Jianyong [11, 12] completed a simulation of explosive rods loading on cylindrical shell with 
the ALE-based method. The dynamic response of the structure, the propagation of shock wave 
and the physical images are obtained. The numerical and tested results agree well. The results 
showed that the additive two rubber layers can affect the modal characteristics of the test items. 
De Benedetti et al. [13] successfully simulated and validated finite element models of the dynamic 
behavior of printed circuit boards (PCBs) under pyrotechnic shock and the damping effect of the 
bolted junctions between the electronic unit and the shock plate. 
BEM is another numerical method after FEM which attempts to use the given boundary 
conditions to fit boundary values into the integral equation, rather than values throughout the space 
defined by a partial differential equation. Compared to FEM, BEM effectively reduces the degree 
of freedom and has high accuracy. 
FEM and BEM are deterministic methods which have some deficiencies at higher frequencies. 
As the wavelength decreases with the frequency, the number of elements has to be increased in 
the same way. This makes these methods, at high frequencies, costly in memory resources, 
modeling work, and postprocessing time. 
The statistical energy analysis (SEA) is the most widely used theoretical framework for the 
analysis of the dynamic response of complex systems in high frequency range. In the SEA method, 
the structure is modeled as an assemblage of discrete subsystems that receive, dissipate, and 
transfer vibrational energy. The main advantage of SEA is the small size of the model, which is 
not related to the excited wavelengths, but only to the number of subsystems. The major 
drawbacks of SEA are the difficulty in establishing an appropriate model (particularly the choice 
of subsystems and the evaluation of the input parameters), the loss of information on the spatial 
distribution of the vibrational energy inside each subsystem and the incapability to provide the 
time history of the acceleration. Wang Junping [14] carried out a statistical energy analysis of 
pyroshock responses for complex structures. A statistical energy analysis combined with a virtual 
mode synthesis was performed to predict the pyroshock responses in a typical spacecraft structure. 
The results agreed with the general trends of the responses and their transfers at related conditions. 
Bodin [15] combined FEM and SEA to predict the response of an electronic equipment assembly 
submitted to high frequency shocks, with FEM providing the low frequency content of the 
acceleration and SEA, coupled to a local random phase reconstruction concept, providing the high 
frequency content. Dalton [16] used a virtual mode synthesis (VMS) method, which assumed that 
the modes were distributed over frequency according to the modal density estimation and that 
these modes collectively produced the frequency response envelope in each frequency band. The 
virtual mode residues were obtained by comparing the Frequency Response Function (FRF) 
magnitude of the virtual system with the one obtained by SEA. 
Other prediction methods include: Takashi Iwasa [17] proposed a simplified model to predict 
the pyroshock environment near the V-band clamp separation device. The model was based on a 
single degree of freedom system and calculated a free vibration after releasing, which was derived 
from the release mechanism of the device. Comparing simulation results with test ones showed 
that the model approximately predicted the pyroshock response near the device. R. Ruotolo [18] 
presented a spectral element matrix (SEM) for anisotropic, laminated composite beams. It is based 
on the first order shear deformation theory and takes into account both the shear deformation as 
well as rotatory inertia, whose effects can be very important at high frequencies. The spectral 
matrix is derived by considering the propagation of waves into the structural media and solving 
the corresponding wave equation. The proposed spectral element was employed to demonstrate 
its capability to perform pyroshock analysis. An idealized satellite structure made by sandwich 
beams was analyzed, and the shock response spectrum evaluated at several locations. Usik Lee 
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[19], Namita Nanda [20] developed the method. 
The dynamic simulation of mechanical structures requires an accurate knowledge of the 
excitation forces, which are unknown and cannot be directly measured. It is essential to have 
access to the applied forces. Brossard et al. [21] and Dharaneepathy et al. [22] investigated the 
effects of air blast on shell structures, showed that the pressure wave load can be described by a 
sine-exponential model depending on two parameters: the angle of the incident shock, and the 
reduced parameter, which represents the ratio between the radial distance ܴ from the center of the 
explosion and the cube root of the chemical energy ܧ . David Wattiaux [23] suggested an 
identification procedure of the pyrotechnic excitation using an approach by equivalent mechanical 
shock EMS, which replaces the actual excitation by a localized force applied on the FE model at 
the center of the explosive device. The amplitude and duration of the force were tuned using the 
following process to minimize the difference between experimental and simulated SRS, so as to 
generate equivalent acceleration fields. ܨ௠௔௫  and ߬ is the intensity and duration of the impact 
(triangular symmetrical profiles), ܰ is the number of measurement points on the plate and ݆ is the 
node number: 
ߝ = min
F೘ೌೣ,ఛ
෍ ෍ หܴܵ ௝ܵ௠௘௔௦௨௥௘ௗ − SRS௝௦௜௠௨௟௔௧௘ௗሺܨ௠௔௫, ߬ሻห
ଶ
ேೄೃೄ
௝ୀଵ
ଵ଴௞ு௭
௙ୀଵ଴଴଴ ு௭
. (1) 
This approach was validated in Thales Alenia Space ETCA (Charleroi-Belgium) and showed 
good agreements with experimental results. For a given amount of explosive charge, similar EMSs 
was identified when different configurations were used. 
4. Pyroshock protecting techniques 
Based on a better understanding of the pyroshock environment, protecting techniques are 
developed in terms of energy absorbing and isolation. Shape memory alloy is used for absorbing 
and dissipating pyroshock energy for its pseudoelasticity [24]. Metal rubber damper is studied and 
showed promising characteristics for space applications [25]. The isolation of pyroshock energy 
can be achieved by increasing the discontinuity in the intervening structure [26]. Details of 
pyroshock protecting techniques can be seen in [27]. 
5. Conclusion 
To get a better understanding of pyroshock environment needs the combination of 
experimental, analytical and numerical methods. This paper reviews the application and 
development of these methods for further research so as to establish a method that is more 
applicable to aerospace industry. 
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